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CANOPY LIGHT : WCA SERIES

Specification

The light shell is high quality aluminum extrusion, modern design offers a better perspective, white color with high

quality of PMMA optic material, very low power consumption and energy saving. The lux levels right on surface are clearly.
This is a perfect option for industrial lighting application. It has convenient installation, operation and maintenance also

provide a long life time usage. Idea for petrol station, auditorium hall, warehouse, hotel, etc.

Input Voltage 100-240VAC50/60HZ. | Lens Material PMMA Finishing Powder coated

Input Voltage Range 100-305VAC50/60HZ. | LED Light Source Lumileds in white

Power Factor >0.95 CRI >70,>80 Housing Aluminium

Beam Angle 20°,30°, 60°, 90° CCT 3000K, 4000K, | Panel Cut-Out 260x315 mm.

Work Temperature -10°C to +65°C 5000K, 6500K | IP Rating P67

LED Life Time 50,000 hrs. Driver Meanwell Warranty 3 Years

Power (W) Luminous Flux (Im) Efficiency (Im/W) Weight (Kg.) Housing Dimension (mm.)

WCA-2M-70 70 9,800 140 4.40 Steel 280x234x60
WCA-3M-90 90 12,600 140 5.30 Aluminium 366x330x115
WCA-3M-100 100 14,000 140 5.30 Aluminium 366x330x115
WCA-3M-120 120 16,800 140 5.30 Aluminium 366x330x115
WCA-4M-150 150 21,000 140 6.60 Aluminium 373x403x118
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Panel Cut-Outs
W 223 mm.
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L315mm.

Panel Cut-Outs
W 260 mm.
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L 390 mm.

Panel Cut-Outs
W 260 mm.
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Dimension (mm.)

4 Module

W) (L)
WCA-2M-70 280 234 60
WCA-3M-90 366 330 115
WCA-3M-100 366 330 115
WCA-3M-120 366 330 115
WCA-4M-150 403 373 118




