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1. Indicator V min.
2. Indicator V max.
3. Indicator T on.
4. Indicator T r
5. Indicator Phase Select

6. 7-segment Display
7. Indicator Fault
8. Botton Up
9. Botton Down
10. Botton Set

11. Indicator L1
12. Indicator L2
13. Indicator L3
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156.5x86.3x57.9(WxLxH in mm.)



Parameter Setting

Dimension

Wiring Diagram No.1
 Connection when load is no more than 16A (Apply jumper straps 
between the 6-7 and 8-9 terminals)
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Wiring Diagram No.2
 Magnetic starters-assisted connection under load more than
16A (remove jumper straps between the 6-7 and 8-9) 
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K1, K2, K3 - magnetic starters
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to adjust Vmin 160-210V

Press
to adjust Vmax 230-280V

Press
to adjust T on 1-600 Sec.

Press
to adjust T r 5-200 Sec.

Press
to Phase select (default output) 

Press

Input

Vmin

Vmax

Press

T on

Press

T r

Press

Press

Phase Select

Out of Parameter

SET

SET

SET

SET

SET

SET

Normal V.

,      ,

156.5 mm.

86.3 mm.

86.3 mm.

57.9 mm.

55/5 Moo 3, Lampho Soi 3, High Way No. 345, Lampho, Bangbuathong District, Nonthaburi 11110 THAILAND
Tel. (+66)2-525-8825

WWW.WIPELECTRIC.COM


