NYY Single Core

450/750 V. 70°C SOLID OR STRANDED CONDUCTOR
PVC INSULATED AND SHEATHED, SINGLE CORE

APPLICATION
For installation exposed or in raceway,

wet or dry location, direct burial in ground

TESTING VOLTAGE : 2,500 Volts

REFERENCE STANDARD :
TIS 11 PART 101-2553, TABLE 3

CABLE STRUCTURE

Conductor

| ——— (5) SUPER CABLE

\___Insulation \ Sheath

CONDUCTOR : Annealed Solid or Stranded Copper CLASS 1 & 2

Size 1 - 500 mm?
INSULATION : Polyvinyl chloride type PVC/C

SHEATHED : Polyvinyl chloride type PVC/ST4
CORE IDENTIFICATION : Single core, color as request

Technical Data

CLASSIFICATION
Maximum Conductor Temperature : YOOC

Circuit Voltage does not exceed 450/750 Volts (Uo/U)
450 Volts between Line to Earth(Uo)
750 Volts between Line to Line (U)

TIS 11 PART 101-2553, TABLE 3

Cable

Nominal  Conductor Nominal Nominal Overall Maximum Minimum Current Rating Standard
Cross Type Insulation Sheathed Diameter ~ Conductor  Insulation Free Air Under Weight Packing
Sectional Thickness Thickness ~ Maximum  Resistance Resistance Ground (Approx.)
Area at 20C at 70C Burial
mm’ Class mm mm mm Q/km MQ -km A A kg/km m
1 1 1.5 1.8 8.6 18.1 0.0207 19 25 80 100/C
1 2 1.5 1.8 8.8 18.1 0.0200 19 25 80 100/C
149 1 115 1.8 9.0 12.1 0.0184 24 3l 85 100/C
1.5 2 15 1.8 9.2 12.1 0.0175 24 31 90 100/C
2:5 1 1.5 1.8 9.4 7.41 0.0157 32 41 100 100/C
2.5 2 1.5 1.8 9.8 ar] 0.0146 32 41 110 100/C
4 1 1145 1.8 10.0 4.61 0.0135 43 538 120 100/C
4 2 155 1.8 10.5 4.61 0.0124 43 53 130 100/C
6 2 1.5 1.8 11.0 3.08 0.0107 54 68 160 100/C
10 2 15 1.8 12.0 1.83 0.0088 (3 7t 210 1,000/D
16 2 145 1.8 1810 15 0.0074 97 118 280 1,000/D
25 2 155 1.8 14.5 O} 0.0061 129 158 390 1,000/D
35 2 1.5 1.8 16.0 0.524 0.0053 159 185 490 1,000/D
50 2 1.5 1.8 17.0 0.387 0.0046 191 220 620 1,000/D
70 2 155 1.8 19.0 0.268 0.0039 241 271 850 1,000/D
95 2 1.7 1.8 21.5 0.193 0.0038 297 326 1,110 1,000/D
120 2 1.7 1.8 23.0 0158 0.0034 345 82 1,400 1,000/D
150 2 1.9 2.0 26.0 0.124 0.0034 397 418 1,700 1,000/D
185 2 2.1 2.0 28.0 0.0991 0.0034 456 473 2,100 1,000/D
240 2 23 2.2 31.5 0.0754 0.0033 541 549 2,700 1,000/D
300 2 2:5 2.2 35.0 0.0601 0.0032 628 624 3,400 1,000/D
400 2 2= 2:2 38:5 0.0470 0.0030 133 i3 4,300 1,000/D
500 2 3l 24 43.0 0.0366 0.0031 810 848 5,400 1,000/D
Conductor Class 1 : Solid
2 : Stranded

C : Packing in coil
D : Packing in drum
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